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§91.29

may be left off in order to allow a free
circulation of air. On vessels with
closed bulwarks, the outside planking
shall extend not less than 6 inches
below the upper edge of the bulwark.

(h)(1) Horses. All stalls and pens for
horses shall be equipped with breast
boards of no less than 2" x 10" dressed
lumber with the top edge placed 3 feet
10 inches from the floor and securely
nailed to the stanchions. Where
butting occurs, the joints are to be on
the stanchions and shall be covered
with metal plates 3 inches square or 5
inches in diameter and not less than %
inch in thickness. A % inch bolt shall
then be passed through the plate, joint,
and stanchion and securely fastened
with a nut. All breast boards shall have
1 inch holes bored through them at
proper distances for tying animals. An
occassional pen shall be provided with
a removable breast board in order that
animals may be loaded into and re-
moved from the stalls and pens. All
stalls and pens shall be provided with
foot boards of not less than 2" x 10"
lumber securely nailed or bolted to the
stanchions. At the discretion of the in-
spector, small ponies, asses, small
mules, mares with foal at foot, young
unbroken horses or gentle horses of
any size may be stowed loose in pens.
In these cases, a sufficient number of
finished 2" x 10" lumber shall be placed
between the breast and foot boards to
effectively contain the animals.

(2) Cattle. All stalls and pens for cat-
tle shall be provided with boards as re-
quired for horses in paragraph (a), ex-
cept that the front or breast boards
shall be constructed in sets of three or
more boards of 2" x 10" dressed lumber
separated by 3 inch spacers and placed
on the foot board so that the front of
the pen extends 48 inches or more in
height from the floor. One or more of
the breast boards may be left off if feed
or water troughs are to be mounted ex-
ternally.

(3) Sheep, goats, and swine. Front
boards in pens for sheep, goats, and
swine shall be of not less than 1" x 6"
pieces of lumber approximately spaced
and extending to the proper height for
these species of animals. Provision
shall be made for removing a section of
front boards to allow entry of animals
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into pens or removal therefrom and for
feeding or watering.

(1)(1) Horses and cattle. Rump boards
in pens for horses or cattle shall form
a solid wall at least 4 feet high for cat-
tle and 4 feet 6 inches high for horses
and shall be of lumber not less than 1%
inches thick if tongued and grooved or
2 inches thick if square edged or of ply-
wood of the same strength. Where the
deck is clear of obstructions, rump
boards may be set on the inside of the
rail stanchions. When this is not pos-
sible, sections so affected may be
brought forward to clear such obstruc-
tions and shall be fastened by stan-
chions provided for this purpose. On
lower decks where the ship’s construc-
tion so justifies, rump boards may be
affixed to 2" x 6" wooden pieces set the
same as prescribed for stanchions.
Rump boards may be formed by filling
spaces between cargo battens. Rump
boards in stalls or pens built alongside
hatches need be carried down only to
the coaming line.

(2) Sheep, goats, and swine. Pens for
sheep, goats, and swine on all exposed
decks shall be provided with rump
boards of the specified size built to a
height of 2 feet 6 inches.

(J)(1) Horses and cattle. Division
boards in pens for horses and cattle
shall be used to separate all stalls and
pens and to close the sides thereof at
the ends of rows. They shall be used in
sets of four boards of 2" x 10" dressed
lumber separated by 3 inch spacers,
shall extend from the rump boards to
the inboard stanchions, and shall be
fitted into appropriate channels or
slots at both ends in a manner that
will permit their ready removal.

(2) Sheep, goats, and swine. Division
boards and those forming ends of pens
for sheep, goats, and swine shall be the
same as prescribed for rump boards for
these animals in paragraph (i) of this
section.

[45 FR 28990, June 7, 1977. Redesignated at 45
FR 86413, Dec. 31, 1980, and amended at 57 FR
23047, June 1, 1992]

§91.29 Hatches.

(a) Animals may be placed on hatches
on exposed decks on an ocean vessel if
the pens or stalls are securely lashed
down.
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(b) Animals may be placed on hatches
on underdecks on an ocean vessel pro-
vided the height requirements of §91.25
(e) and (f) are met and sufficient space
shall be left clear on such hatches for
passageway across ship.

(c) On all hatches on which animals
are carried and under which hay and
feed or animals are stowed, sufficient
space shall be left clear for the proper
removal and handling of such hay and
feed and animal carcasses. Such hatch-
es shall be watertight.

[42 FR 28990, June 7, 1977. Redesignated at 45
FR 86413, Dec. 31, 1980]

§91.30 Defective fittings.

If previously used fittings aboard an
ocean vessel are employed, any portion
thereof found by the inspector to be
worn, decayed, unsound, or otherwise
defective shall be replaced.

[42 FR 28990, June 7, 1977. Redesignated at 45
FR 86413, Dec. 31, 1980]

Subpart E—Cleaning and
Disinfecting of Aircraft

§91.41 Cleaning
aircraft.

Prior to loading of animals, the stow-
age area of aircraft to be used to export
animals under the provisions of this
part shall, under the supervision of an
inspector, be cleaned and then dis-
infected using a freshly prepared solu-
tion of 4 percent sodium carbonate plus
0.1 percent sodium silicate. In addition,
all loading ramps, fittings, and equip-
ment to be used in loading the animals
on the aircraft shall be cleaned and dis-
infected using an approved disinfectant
listed in §71.10 of this chapter. The
time at which the cleaning and dis-
infection is performed must be ap-
proved by the inspector, who will give
approval only if he or she determines
that the cleaning and disinfection will
be effective up to the projected time of
loading of animals. If the animals are
not loaded by the projected time, the
inspector shall determine whether fur-
ther cleaning and disinfection are nec-
essary. The cleaning must remove all
garbage, soil, manure, plant materials,
insects, paper, and other debris from
the stowage area. The disinfectant so-
lution must be applied with a device

and disinfecting of
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that creates an aerosol or mist that
covers 100 percent of the surfaces in the
stowage area, except for any loaded
cargo and deck surface under it that, in
the opinion of the inspector, do not
contain materials that may contain
animal disease pathogens such as gar-
bage, soil, manure, plant materials, in-
sects, waste paper, or debris. After
cleaning and disinfection is performed,
the inspector shall sign and deliver to
the captain of the aircraft or other re-
sponsible official of the airline in-
volved, a document stating that the
aircraft has been properly cleaned and
disinfected, and stating further the
date, the carrier, the flight number,
and the name of the airport and the
city and state in which it is located. If
an aircraft is cleaned and disinfected
at one airport, then flies to a subse-
quent airport, with or without stops en
route, to load animals for export, the
inspector at the subsequent airport
will determine, based on examination
of the cleaning and disinfection docu-
ments, whether the previous cleaning
and disinfection is adequate or whether
to order a new cleaning and disinfec-
tion. If the aircraft has loaded any
cargo in addition to animals, the in-
spector at the subsequent airport will
determine whether to order a new
cleaning and disinfection based on both
examination of the cleaning and dis-
infection documents and inspection of
the stowage area for materials that
may contain animal disease pathogens
such as garbage, soil, manure, plant
materials, insects, waste paper, or de-
bris.

[53 FR 51747, Dec. 23, 1988]

PART 92—IMPORTATION OF ANI-
MALS AND ANIMAL PRODUCTS:
PROCEDURES FOR REQUESTING
RECOGNITION OF REGIONS

Sec.

92.1 Definitions.

92.2 Application for recognition of the ani-
mal health status of a region.

AUTHORITY: 7 U.S.C. 1622; 19 U.S.C. 1306; 21
U.S.C. 102-105, 111, 114a, 134a, 134b, 134c, 134d,
134f, 135, 136, and 136a; 31 U.S.C. 9701; 7 CFR
2.22, 2.80, and 371.2(d).

SOURCE: 62 FR 56012, Oct. 28, 1997, unless
otherwise noted.
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